
P O W E R L I N E  N E T W O R K I N G

®

WEB-BASED TEMPERATURE CONTROL 
AND FERMENTATION MANAGEMENT

STANDARD FEATURES:  

MODEL:  PL-1

ACCURATE

DURABLE

EASY-TO-USE

TANKNET® THERMOSTAT

Tank Temperature Control Without Limits

•  W i r e - l e s s  Ne two r k i n g

•  Ca l i b r a t i o n - F r e e  P r o be s

•  Coo l ,  Hea t  a nd  Au t o  Mode s

•  B r i x/Spe c i fi c  G r a v i t y  Tr a c k i n g  

•  P ump - o v e r/Pun ch - d own  Tr a c k i n g

•  L a r g e  Ba c k l i t  D i s p l a y

•  I P - 67  Ra t e d  E n c l o s u r e

The PL-1 is the world’s first wire-less thermostat designed specifically for harsh 
cellar environments. Housed in a durable water-tight enclosure, the PL-1 offers 
calibration-free temperature control and optional web-browser monitoring, 
fermentation tracking and alarm notifications with NO NEW WIRES 
required at the tank.

This remarkably affordable thermostat uses advanced power line signaling 
technology that enables it to reliably and securely communicate over existing 
electrical wires in the cellar.

By eliminating network cabling at the tank, the PL-1 dramatically reduces 
installation and maintenance costs and provides breweries and wineries alike 
the ability to easily network their controls to TankNET® browser-based 
fermentation management software.

Call your local dealer today or visit us on the web to learn how TankNET® and the 
PL-1 can help you better manage fermentations.
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E L E C T R I C A L  S P E C I F I C A T I O N S

M E C H A N I C A L  S P E C I F I C A T I O N S

LINE VOLTAGE

MAX POWER

INPUTS

RELAY OUTPUTS  (X2)

ENCLOSURE

STANDARD MODES

MEMORY

NET WORKING

INTERNAL CONNEC TORS

24VAC ir 120VAC @ 50/60Hz

5VA

X-BUS™ (PATENTED)

10A @ 120VAC, 8A @ 28VDC

NEMA-4X RATED / IP-68

COOL, HEAT, AUTO

FLASH

ANSI/CEA 709.1 / POWER LINE

REMOVABLE EUROPLUGS - 14AWG MAX

O R D E R I N G  I N F O R M A T I O N

PL-1 THERMOSTAT

6 0 0 0 - X X X
024 = 24VAC

120 = 120VAC

LINE VOLTAGE

BRACKE T L ESS  MOUNT ING  D IMENS IONS  AVA I L AB L E  UPON  REQUEST

ALL DIMENSIONS ARE IN INCHES

1/4” Diameter x 4.0” Long w/ 6’ Cable
PROBE INCLUDED

ACROLON TECHNOLOGIES, INC.
19201 Sonoma Hwy. #256
Sonoma, CA 95476

phone:  (707) 938-1300
e-mail :  info@acrolon.com
url:  www.acrolon.com

®

W E B - B A S E D  T E M P E R AT U R E  CO N T R O L  
A N D  F E R M E N TAT I O N  M A N A G E M E N T

X-BUSTM PROBE
PG-9 CABLE GLAND

POWER, SOLENOID
1/2 NPT INLET

SPEC I F I CAT IONS  SUB J EC T  TO  CHANGE  W I THOUT  NOT I C E


